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The cross reference between GSM, UMTS, 3GPP and ETSI identities can be found under 
http://webapp.etsi.org/kev/quervform.asp . 



ETSI 



3GPP TS 32.607 version 7.0.1 Release 7 3 ETSI TS 1 32 607 V7.0.1 (2007-03) 



Contents 



Intellectual Property Rights 2 

Foreword 2 

Foreword 4 

Introduction 4 

1 Scope 5 

2 References 5 

3 Definitions and abbreviations 6 

3.1 Definitions 6 

3.2 Abbreviations 6 

4 IRP document version number string 6 

5 Architectural features 6 

5.1 General 6 

5.2 Filter language 7 

5.3 Syntax for Distinguished Names and Versions 7 

6 Mapping 7 

6.1 General mappings 7 

6.2 Operation mapping 8 

6.3 Operation parameter mapping 8 

6.3.1 Operation getMoAt tributes 8 

6.3.1.1 Input parameters 8 

6.3.1.2 Output parameters 9 

6.3.1.3 Fault definition 9 

6.3.2 Operation get Containment 9 

6.3.2.1 Input parameters 9 

6.3.2.2 Output parameters 10 

6.3.2.3 Fault definition 10 

6.3.3 Operation createMO 10 

6.3.3.1 Input parameters 10 

6.3.3.2 Output parameters 11 

6.3.3.3 Fault definition 11 

6.3.4 Operation deleteMO 11 

6.3.4.1 Input parameters 11 

6.3.4.2 Output parameters 12 

6.3.4.3 Fault definition 12 

6.3.5 Operation setMOAt tributes 12 

6.3.5.1 Input parameters 12 

6.3.5.2 Output parameters 13 

6.3.5.3 Fault definition 13 

Annex A (normative): WSDL specification 14 

Annex B (informative): Basic CM IRP WSDL/XML schema electronic files 21 

Annex C (informative): Change history 22 

History 23 



£75/ 



3GPP TS 32.607 version 7.0.1 Release 7 4 ETSI TS 1 32 607 V7.0.1 (2007-03) 



Foreword 



rd , 



This Technical Specification has been produced by the 3 Generation Partnership Project (3GPP). 

The contents of the present document are subject to continuing work within the TSG and may change following formal 
TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an 
identifying change of release date and an increase in version number as follows: 

Version x.y.z 

where: 

X the first digit: 

1 presented to TSG for information; 

2 presented to TSG for approval; 

3 or greater indicates TSG approved document under change control. 

y the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, 
updates, etc. 

z the third digit is incremented when editorial only changes have been incorporated in the document. 



Introduction 



rd , 



The present document is part of a TS-family covering the 3 Generation Partnership Project: Technical Specification 
Group Services and System Aspects; Telecommunication management; as identified below: 

32.601: "Configuration Management (CM); Basic CM Integration Reference Point (IRP); Requirements". 

32.602: "Configuration Management (CM); Basic CM Integration Reference Point (IRP): Information 

Service (SS)". 

32.603: "Configuration Management (CM); Basic CM Integration Reference Point (IRP): Common Object 

Request Broker Architecture (CORBA) Solution Set (SS)". 

32.607: "Configuration Management (CM); Basic CM Integration Reference Point (IRP): SOAP 

solution set". 

Configuration Management (CM), in general, provides the operator with the ability to assure correct and effective 
operation of the 3G network as it evolves. CM actions have the objective to control and monitor the actual configuration 
on the Network Elements (NEs) and Network Resources (NRs), and they may be initiated by the operator or by 
functions in the Operations Systems (OSs) or NEs. 

CM actions may be requested as part of an implementation programme (e.g. additions and deletions), as part of an 
optimisation programme (e.g. modifications), and to maintain the overall Quality of Service (QoS). The CM actions are 
initiated either as single actions on single NEs of the 3G network, or as part of a complex procedure involving actions 
on many resources/objects in one or several NEs. 
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Scope 



The purpose of this Basic CM IRP: SOAP Solution Set is to define the mapping of the Basic CM IRP: IS 
(3GPP TS 32.602 [4]) to the protocol specific details necessary for implementation of this IRP in a SOAPAVSDL 
environment. 

The present document defines NRM independent data types and methods. 

This Solution Set specification is related to 3G TS 32.602 V7.0.X. 



References 



The following documents contain provisions which, through reference in this text, constitute provisions of the present 
document. 

• References are either specific (identified by date of publication, edition number, version number, etc.) or 
non-specific. 

• For a specific reference, subsequent revisions do not apply. 

• For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including 
a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same 
Release as the present document. 

[I] 3GPP TS 32.101: "Telecommunication management; Principles and high level requirements". 

[2] 3GPP TS 32.102: "Telecommunication management; Architecture". 

[3] 3GPP TS 32.600: "Telecommunication management; Configuration Management (CM); Concept 

and high-level requirements". 

[4] 3GPP TS 32.602: "Telecommunication management; Configuration Management (CM); Basic CM 

Integration Reference Point (IRP) Information Service (IS)". 

[5] 3GPP TS 32.300: "Telecommunication management; Configuration Management (CM); Name 

convention for Managed Objects". 

[6] 3GPP TS 32.172: "Telecommunication management; Subscription Management (SuM) Network 

Resource Model (NRM) Integration Reference Point (IRP): Information Service" 

[7] 3GPP TS 32.3 11: "Telecommunication management; Generic Integration Reference Point (IRP) 

management; Requirement". 

[8] 3GPP TS 32.317: "Telecommunication management; Generic Integration Reference Point (IRP) 

management; Simple Object Access Protocol (SOAP) Solution Set (SS)". 

[9] 3GPP TS 32.667: "Telecommunication management; Configuration Management (CM); Kernel 

CM Integration Reference Point (IRP): Simple Object Access Protocol (SOAP) Solution Set (SS)". 

[10] W3C SOAP 1.1 specification ( http://www.w3.org/TR/2000/NOTE-SOAP-20000508/) 

[II] W3C WSDL 1 . 1 specification ( http://www.w3 .org/TR/200 l/NOTE-wsdl-200 1 03 1 5) 
[12] W3C XPath 1.0 specification (http://www.w3.org/TR/1999/REC-xpath-19991 1 16 ) 

[13] WS-IBasic Profile Version 1 . 1 ( http://www.ws-i.org/Profiles/BasicProfile- 1 . 1 -2004-08-24.html) 

[14] W3C SOAP 1 .2 specification (http://www.w3.org/TR/soapl2-partl/) 
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Definitions and abbreviations 



3.1 Definitions 

For terms and definitions refer to 3GPP TS 32.101 [1], 3GPP TS 32.102 [2], 3GPP TS 32.600 [3] and 3GPP TS 32.602 
[4]. 

3.2 Abbreviations 

For the purposes of the present document, the following abbreviations apply: 

DN Distinguished Name 

IS Information Service 

IRP Integration Reference Point 

MO Managed Object 

MOC Managed Object Class 

NRM Network Resource Model 

OMG Object Management Group 

SS Solution Set 

WSDL Web Service Description Language 

WS-1 Web Services Interoperability Organization 



IRP document version number string 



The IRP document version number (sometimes called "IRPVersion" or "SS version number") string is used to identify 
this specification. The string is derived using a rule described in 3GPP TS 32.31 1 [7]. 

This string (or sequence of strings, if more than one version is supported) is returned in getBasicCmlRPVersion 
method. 



5 Architectural features 

5.1 General 

The overall architectural feature of Basic Configuration Management IRP is specified in 3GPP TS 32.602 [4]. 
This clause specifies features that are specific to the SOAP SS. 

The SOAP 1.1 specification [10] and WSDL 1.1 specification [11] are supported. 

The SOAP 1.2 specification [14] is supported optionally. 

This specification uses "document" style in the WSDL description. 

This specification uses "literal" encoding style in the WSDL description. 

This specification uses a number of namespace prefixes throughout that are listed in Table 5.1. 
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Table 5.1 : Prefixes and Namespaces used in this specification 



Prefix 


Namespace 


http 


http://schemas.xmlsoap.org/wsdl/http/ 


soap 


http://schemas.xmlsoap.org/wsdl/soap/ 


SOAP-ENV 


http://schemas.xmlsoap.org/soap/envelope/ 


SOAP-ENC or soapenc 


http://schemas.xmlsoap.org/soap/encoding/ 


xs or xsd 


http://www.w3.org/2001/XMLSchema 


xsi 


http://www.w3.org/2001/XMLSchema-instance 


basicCMIRPSystem 


http://www.3gpp.org/ftp/Specs/archive/32 series/32607/schema/32607- 
700/BasicCMIRPSystem 


basicCMIRPData 


http://www.3gpp.org/ftp/Specs/archive/32 series/32607/schema/32607- 
700/BasicCMIRPData 


genericlRPSystem 


http://www.3gpp.org/ftp/Specs/archive/32_series/32317/schema/32317- 
700/GenericlRPSystem 



The WSDL structure is like Figure 5.1: 
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Figure 5.1 : BasicCIVI IRP SOAP Solution Set WSDL structure 

5.2 Filter language 

The filter language used in the SS is the XPath Language (see W3C XPath 1.0 specification [12]). IRP Agents may 
throw a FilterComplexityLimit fault when a given filter is too complex. 

5.3 Syntax for Distinguished Names and Versions 

The format of a Distinguished Name is defined in 3GPP TS 32.300 [5]. 
The version of this IRP is represented as a string (see also clause 4). 



6 Mapping 

6.1 General mappings 

The IS parameter name managedObjectlnstance is mapped into DN. 

Attributes modelling associations as defined in the NRM (here also called "reference attributes") are in this SS mapped 
to attributes. The names of the reference attributes in the NRM are mapped to the corresponding attribute names in the 
MOC. When the cardinality for an association is 0..1 or 1..1 the datatype for the reference attribute is defined as a 
MOReference. The value of an MO reference contains the distinguished name of the associated MO. When the 
cardinality for an association allows more than one referred MO, the reference attribute will be of type 
MOReferenceSet, which contains a sequence of MO references. 

If a reference attribute is changed, an AttributeValueChange notification (see 3GPP TS 32.667 [9]) is emitted. 
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6.2 Operation mapping 

The Basic CM IRP: IS (see 3GPP TS 32.602 [4]) defines semantics of operation visible across the Basic Configuration 
Management IRP. Table 6.2 indicates mapping of these operations to their equivalents defined in this SS. 

Table 6.2: Mapping from IS Operation to SS equivalents 



IS Operation 
(3GPP TS 32.602 [4]) 


SS Operation 


Qualifier 


getMoAttributes 


getMOAttributes 


M 


getContainment 


getContainment 





cancelOperation (see note1 ) 


N/A 


N/A 


createMO 


createMO 





deleteMO 


deleteMO 





setMOAttributes 


setMOAttributes 





getlRPVersion (see note2) 


getlRPVersion 


M 


getOperationProfile (see note2) 


getOperationProfile 





getNotificationProfile (see note2) 


getNotificationProfile 





N0TE1 : This operation is NOT mapped because it"s useful for one-request-and-multiple-responses operations, which 

are not used in this Solution Set. 
N0TE2: This operation is of IOC ManagedGenericIRP specified in [10]. The IOC BasicCmIRP of [4] inherits from it. 



6.3 Operation parameter mapping 



The Basic CM IRP: IS (see 3GPP TS 32.602 [4]) defines semantics of parameters carried in operations across the Basic 
Configuration Management IRP. The tables below show the mapping of these parameters, as per operation, to their 
equivalents defined in the present document. 

6.3.1 Operation getMoAttributes 

6.3.1 .1 Input parameters 

Mapping from IS getMoAttributes input parameters to SS equivalents 



IS Operation parameter 


SS Method parameter 


Qualifier 


invokeldentifierin 


string invokeldentifierin 


M 


baseObjectlnstance, 

scope, 

filter, 

attributeListIn 


string queryXpathExp 


M 



Here is the XML schema fragment of the getMOAttributes request: 

<! — getMOAttributes Request — > 
<element name="getMOAttributes "> 
<complexType> 
<sequence> 

<e lenient name = " invokeldentifierin" type = " string" /> 
<e lenient name = " queryXpathExp" type = " string" /> 

</sequence> 
</complexType> 
</element> 
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6.3.1.2 



Output parameters 
Mapping from IS getMoAttributes output parameters to SS equivalents 



IS Operation parameter 


SS Method parameter 


Qualifier 


invokeldentifierOut 


string invokeldentifierOut 


M 


managedObjectClass, 

managedObjectlnstance, 

attributeListOut 


basicCIVIIRPData:IVIOSequenceType moiListOut 


M 


status 


basicCIVIIRPData:getMOAttributesFault 


M 



The specific 'attributeListOut' definition depends on the corresponding NRM XML definition. 
Here is the XML schema fragment of the getMO Attributes response: 

<! — getMoAttributes Response — > 

<element name="getMoAttributesResponse"> 
<complexType> 
<sequence> 

<e lenient name = "moiListOut " type = "basicCMIRPData :MOSequenceType" /> 
<e lenient name = " invokeldentifierOut " type = " string" /> 

</sequence> 
</complexType> 
</element> 



6.3.1.3 Fault definition 

<! — getMoAttributes Fault — > 

<element name=" getMO At tributesFault "> 
<complexType> 
<choice> 

<element 
<element 
<element 
<element 
<element 
</choice> 
</complexType> 
</elenient> 



name="getMOAt tributesFault" type=" string" /> 
name="resourceLimitationFault " type=" string" /> 
name="operationCancelledFault " type=" string" /> 
name= " complexit y Limit at lonFault " type=" string" /> 
ref="basicCMIRPData: InvalidParameterFault " /> 



6.3.2 
6.3.2.1 



Operation getContainment 

Input parameters 
Mapping from IS getContainment input parameters to SS equivalents 



IS Operation parameter 


SS Method parameter 


Qualifier 


invokeldentifierin 


string invokeldentifierin 


M 


baseObjectlnstance, 
scope 


string queryXpathExp 


M 



Here is the XML schema fragment of the getContainment request: 

<! — getContainment Request — > 
<element name="getContainment "> 
<complexType> 
<sequence> 

<element name="invokeIdentif ierin" type="string"/> 
<element name="queryXpathExp" type="string"/> 
</sequence> 
</complexType> 
</element> 
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6.3.2.2 



Output parameters 



Mapping from IS getContainment output parameters to SS equivalents 



IS Operation parameter 


SS Method parameter 


Qualifier 


invokeldentifierOut 


string invol<eldentifierOut 


M 


containment 


string topContainerLoc 


M 


status 


basicCMIRPData:getContainmentFault 


M 



Here is the XML schema fragment of the getContainment response: 

<! — getContainment Response — > 

<element name="getContainmentResponse"> 
<complexType> 
<sequence> 

<element name=" invokeldentifierOut " type=" string" /> 
<elernent name = " topContainerLoc" type = " string" /> 

<! — each element contains only id attribute and other MO it contains — > 
<any minOccurs="0 " maxOccurs= "unbounded" /> 
</sequence> 
</complexType> 
</element> 



6.3.2.3 



Fault definition 



<! — getContainment Fault — > 

<element name =" get Containment Fault "> 
<complexType> 
<choice> 

<element name =" get Containment Fault " type=" string" /> 
<element name="resourceLimitationFault " type=" string" /> 
<element name="operationCancelledFault " type=" string" /> 
<element name= " complexit y Limit at lonFault " type=" string" /> 
<element ref ="basicCMIRPData:OperationNotSupportedFault "/> 
<element ref ="basicCMIRPData: InvalidParameterFault "/> 
</choice> 
</complexType> 
</element> 



6.3.3 
6.3.3.1 



Operation createMO 

Input parameters 

Mapping from IS createMO input parameters to SS equivalents 



IS Operation parameter 


SS Method parameter 


Qualifier 


managedObjectClass, 
managedObjectlnstance 


string mOIEIementLoc 


M 


referenceObjectlnstance 


string referenceObjectlnstance 





attributeListIn 


basicCIVIIRPData:AnyMOType mO 


M 



The specific 'attributeListIn' definition depends on the corresponding NRM XML definition. 
Here is the XML schema fragment of the createMO request: 



! — createMO Request — > 
<element name="createMO"> 
<complexType> 
<sequence> 

<element name= 
<element name= 
<element name= 
</sequence> 
</complexType> 



"mOIEIementLoc" type=" string" /> 
"referenceObjectlnstance" type="string"/> 
"mO" type="basicCMIRPData:AnyMOType"/> 
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</element> 



6.3.3.2 



Output parameters 

Mapping from IS createMO output parameters to SS equivalents 



IS Operation parameter 


SS Method parameter 


Qualifier 


attributeListOut 


basicCMIRPData:AnyMOType mO 


M 


status 


basicCMIRPData:createMOFault 


M 



The specific 'attributeListOut' definition depends on the corresponding NRM XML definition. 
Here is the XML schema fi^agment of the createMO response: 

<! — createMO Response — > 

<e lament name="createMOResponse"> 
<complexType> 
<sequence> 

<element name="mO" type="basicCMIRPData: AnyMOType"/> 
</sequence> 
</complexType> 
</element> 



6.3.3.3 



Fault definition 



<! — createMO Fault — > 

<element name="createMOFault "> 
<complexType> 
<choice> 

<element name- 

<element name- 

<element name- 

<element name- 

<element name- 

<element name- 

<element name- 

<element name- 

<element name- 

<element name- 

<element ref = 

<element ref = 
</choice> 
</complexType> 
</element> 



="createMOFault " type=" string" /> 

="ob j ect Class Specif icationMissmatchedFault" type="string" /> 
="InvalidOb jectlnstanceFault " type=" string" /> 
="createNotAllowedFault " type=" string" /> 
="noSuchOb jectClassFault " type=" string" /> 
="classInstanceConflict Fault" type=" string" /> 
="noSuchAttributeFault " type=" string" /> 
="invalidAttributeValueFault " type=" string" /> 
="missingAttributeValueFault " type=" string" /> 
="parentOb j ect Doe sNot Exist Fault " type=" string" /> 
'basicCMIRPData:OperationNotSupportedFault"/> 
'basicCMIRPData: InvalidParameterFault " /> 



6.3.4 Operation deieteMO 
6.3.4.1 Input parameters 



Mapping from IS deieteMO input parameters to SS equivalents 



IS Operation parameter 


SS IVIethod parameter 


Qualifier 


baseObjectlnstance, 

scope, 

filter 


string queryXpathExp 


M 



Here is the XML schema fragment of the deieteMO request: 

<! — deieteMO Request — > 
<element name=" deieteMO "> 
<complexType> 
<sequence> 

<element name=" queryXpathExp" type=" string" /> 
</sequence> 
</complexType> 
</element> 
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6.3.4.2 



Output parameters 

Mapping from IS deleteMO output parameters to SS equivalents 



IS Operation parameter 


SS Method parameter 


Qualifier 


deletionList 


basicCMIRPData:MOSequenceTypedeletionList 


M 


status 


basicCMIRPData:deleteMOFault 


M 



Here is the XML schema fragment of the deleteMO response: 

<! — deleteMO Response — > 

<element name="deleteMOResponse"> 
<complexType> 
<sequence> 

<element name=" deletionList" type="basicCMIRPData:MOSequenceType"> 
</element> 

</sequence> 
</complexType> 
</element> 



6.3.4.3 



Fault definition 



<! — deleteMO Fault — > 

<element name="deleteMOFault "> 
<complexType> 
<choice> 

<element 
<element 
<element 
<element 
<element 
<element 
<element 
</choice> 
</complexType> 
</element> 



deleteMOFault" type=" string" /> 
invalidOb ject InstanceFault " type=" string" /> 
deleteNotAllowedFault " type=" string" /> 
resourceLimitationFault " type=" string" /> 
complexit y Limit at ionFault " type=" string" /> 
ref="basicCMIRPData:OperationNotSupportedFault"/> 
ref="basicCMIRPData: InvalidParameterFault "/> 



name 
name 
name 
name 
name 



6.3.5 Operation setMOAttributes 

6.3.5.1 Input parameters 

Mapping from IS setMOAttributes input parameters to SS equivalents 



IS Operation parameter 


SS Method parameter 


Qualifier 


baseObjectlnstance, 

scope, 

filter, 

modificationList 


stringqueryXpathExp 


M 


modificationList 


basicCMIRPData:AttributeModificationSetType modificationList 


M 



Here is the XML schema fragment of the setMOAttributes request: 

<! — setMOAttributes Request — > 
<element name=" setMOAttributes "> 
<complexType> 
<sequence> 

<element name="queryXpathExp" type="string"/> 
<element name="modif icationList " 

type="basicCMIRPData:AttributeModificationSetType"/> 
</sequence> 
</complexType> 
</element> 

<complexType name= ' AttributeModif icationSetType ' > 
<sequence> 
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<element name="AttributeModif ication" maxOccurs= "unbounded" > 
<complexType> 



<sequence> 
<any/> 
<element 
</sequence> 
</complexType> 
</element> 
</sequence> 
</complexType> 



< simple Type name= " Modi fy Operator Type" > 
<restriction base="string"> 

<enumeration value="REPLACE" /> 
<enumeration value="ADDValues " /> 
<enumeration value="REMOVEValues ' 
<enumeration value="SETToDe fault ' 
</restriction> 
</simpleType> 



name=" operator" type= 'basicCMIRPData:ModifyOperatorType ' /> 



/> 
/> 



6.3.5.2 



Output parameters 

Mapping from IS setMO Attributes output parameters to SS equivalents 



IS Operation parameter 


SS IVIethod parameter 


Qualifier 


modificationListOut 


basicCMIRPData:MOSequenceTypemodificationListOut 


M 


status 


basicCMIRPDataisetMOAttributesFault 


M 



Here is the XML schema fragment of the setMO Attributes response: 

<! — setMOAttributes Response — > 

<element name=" setMO AttributesResponse"> 
<complexType> 
<sequence> 

<element name= "modificationListOut " type="basicCMIRPData ;MOSequenceType" /> 
</sequence> 
</complexType> 
</element> 



6.3.5.3 



Fault definition 



<! — setMOAttributes Fault — > 

<element name=" setMO At tributesFault "> 
<complexType> 
<choice> 

<element name="setMOAttributesFault " type="string"/> 
<element name="modifyNotAllowedFault " type="string"/> 
<element name="noSuchAttributeFault " type="string"/> 
<element name="invalidAttributeValueFault " type="string"/> 
<element name="missingAttributeValueFault " type="string"/> 
<element name="resourceLimitationFault " type="string"/> 
<element name="complexityLimitationFault " type="string"/> 
<element ref ="basicCMIRPData : OperationNotSupportedFault " /> 
<element ref="basicCMIRPData: InvalidParameterFault "/> 
</choice> 
</complexType> 
</element> 
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Annex A (normative): 
WSDL specification 



<?xml version=" 1.0" encoding="UTF-8 " ?> 

< definitions xmlns="http : / /schema s . xmlsoap . org/wsdl/ " 

xmlns : soap="http : / /schema s . xmlsoap . org/wsdl /soap/ " 

xmlns : http="http : / /schema s . xmlsoap . org/wsdl /http/ " xmlns : xs="http : //www. w3 . org/200 1/XMLSchema" 

xmlns : soapenc="http : / /schema s . xmlsoap . org/ soap /encoding/ " 

xmlns :basicCMIRPSystem="http: //www. 3gpp. org/ftp/Specs /archive/32_series/32 607 /schema/32 607- 

700/BasicCMIRPSystem" 

xmlns :basicCMIRPData="http: //www. 3gpp. org/ftp/Specs /archive/32_series/32 607 /schema/32 607- 

700/BasicCMIRPData" 

xmlns : generic IRPSystem= "http : //www. 3gpp . org/f tp/Specs/ar chive/32__series/323 17 /schema/323 17- 

700 /GenericIRPSy stem" 

targetNamespace="http : //www. 3gpp . org/f tp/Specs/ar chive/32_series/32 607 /schema/32 607- 

700/BasicCMIRPSystem"> 

< import name space=" http : //www. 3gpp . org/f tp/Specs/ar chive/32_series/323 17 /schema/32317- 
700 /GenericIRPSy stem" location="http : //www. 3gpp . org/f tp/Specs/ar chive/32_series/323 17 /schema/323 17- 
70 0. zip" /> 
<types> 

< schema targetNamespace = "http : //www. 3gpp . org/f tp/Specs/ar chive/32__series/32 607 /schema/32 607- 
700/BasicCMIRPData" xmlns = "http: //www. w3 . org/2 001 /XMLSchema"> 
<! — getMOAttributes Request — > 
<element name =" get MO At tributes "> 
<complexType> 
<sequence> 

<element name=" invoke Identifier In" type=" string" /> 
<element name="queryXpathExp" type=" string" /> 
</sequence> 
</complexType> 
</element> 

<! — getMoAttributes Response — > 
<element name="getMoAttributesResponse"> 
<complexType> 
<sequence> 

<element name= "invoke I dent if ierOut " type=" string" /> 

<element name="moiListOut " type="basicCMIRPData :MOSequenceType" /> 
</sequence> 
</complexType> 
</element> 

<complexType name="AnyMOType"> 
<sequence> 

<! — MO instance location in XPath expression — > 
<element name="moiLocation" type=" string" /> 
< ! — each MO — > 
<any/> 
</sequence> 
</complexType> 

<complexType name =" MO Se que nee Type "> 
<sequence> 

<element name = "mo" type="basicCMIRPData : AnyMOType" minOccurs="0" 
maxOccurs= "unbounded" /> 

</sequence> 
</complexType> 

<! — getMoAttributes Fault — > 
<element name="getMOAttributesFault "> 
<complexType> 
<choice> 

<element name="getMOAttributesFault " type=" string" /> 
<element name="resourceLimitationFault " type=" string" /> 
<element name="operationCancelledFault " type=" string" /> 
<element name=" complexity Limit at ionFault " type=" string" /> 
<element ref ="basicCMIRPData: InvalidParameterFault "/> 
</choice> 
</complexType> 
</element> 

< ! — getContainment Request — > 
<element name =" get Containment "> 
<complexType> 
<sequence> 

<element name=" invoke Identifier In" type="string"/> 
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<element name="queryXpathExp" type="string"/> 
</sequence> 
</complexType> 
</element> 

<! — getContainment Response — > 
<element name="getContainmentResponse"> 
<complexType> 
<sequence> 

<! — top container element xpath location — > 
<element name="invokeIdentif ierOut " type="string"/> 
<element name="topContainerLoc" type="string"/> 

<! — each element contains only id attribute and other MO it contains 
<any minOccurs="0 " maxOccurs="unbounded" /> 
</sequence> 
</complexType> 
</element> 



name= 
name= 



"mOIElementLoc" type=" string" /> 
"referenceObject Instance" type="string"/> 
"mO" type="basicCMIRPData:AnyMOType"/> 



<! — getContainment Fault — > 
<element name="getContainmentFault "> 
<complexType> 
<choice> 

<element name="getContainmentFault " type="string"/> 
<element name="resourceLimitationFault " type="string"/> 
<element name="operationCancelledFault " type="string"/> 
<element name="complexityLimitationFault " type="string"/> 
<element ref ="basicCMIRPData : OperationNotSupportedFault " /> 
<element ref="basicCMIRPData: InvalidParameterFault "/> 
</choice> 
</complexType> 
</element> 

<! — createMO Request — > 
<element name="createMO"> 
<complexType> 
<sequence> 
<element 
<element 
<element name= 
</sequence> 
</complexType> 
</element> 

<! — createMO Response — > 
<element name="createMOResponse"> 
<complexType> 
<sequence> 

<element name="mO" type="basicCMIRPData: AnyMOType"/> 
</sequence> 
</complexType> 
</element> 

<! — createMO Fault — > 
<element name="createMOFault "> 
<complexType> 
<choice> 

<element name="createMOFault " type="string"/> 

name="ob ject Class Specif icationMissmatchedFault " type=" string" /> 
name="InvalidOb jectlnstanceFault " type="string"/> 
'createNotAllowedFault " type="string"/> 
'noSuchOb jectClassFault " type="string"/> 
'classInstanceConf lictFault " type="string"/> 
'noSuchAttributeFault " type="string" /> 
'InvalidAttributeValueFault " type=" string" /> 
<element name="missingAttributeValueFault " type="string"/> 
<element name="parentOb ject Doe sNot Exist Fault " type=" string" /> 
<element ref ="basicCMIRPData : OperationNotSupportedFault " /> 
<element ref="basicCMIRPData: InvalidParameterFault "/> 
</choice> 
</complexType> 
</element> 

<! — deleteMO Request — > 
<element name="deleteMO"> 
<complexType> 
<sequence> 

<element name="queryXpathExp" type="string" /> 
</sequence> 
</complexType> 
</element> 

<! — deleteMO Response — > 
<element name="deleteMOResponse"> 



<element 
<element 
<element name= 
<element name= 
<element name= 
<element name= 
<element name= 
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<complexType> 
<sequence> 

<element name="deletionList " type="basicCMIRPData:MOSequenceType"> 
</element> 
</sequence> 
</complexType> 
</element> 

<! — deleteMO Fault — > 
<element name="cleleteMOFault "> 
<complexType> 
<choice> 

<element name="deleteMOFault " type="string"/> 
<element name="invalidOb jectlnstanceFault " type="string"/> 
<element name="deleteNotAllowedFault " type="string"/> 
<element name="resourceLimitationFault " type="string"/> 
<element name="complexityLimitationFault " type="string"/> 
<element ref ="basicCMIRPData : OperationNotSupportedFault " /> 
<element ref ="basicCMIRPData : InvalidParameterFault " /> 
</choice> 
</complexType> 
</element> 

<! — setMOAttributes Request — > 
<element name=" setMOAttributes "> 
<complexType> 
<sequence> 

<element name="queryXpathExp" type="string"/><element 
name="modif icationList " type="basicCMIRP : AttributeModif icationSetType"/> 
</sequence> 
</complexType> 
</element> 

< simple Type name="Modif yOperatorType"> 
<restriction base="string"> 

<enumeration value="REPLACE" /> 
<enumeration value="ADDValues " /> 
<enumeration value="REMOVEValues " /> 
<enumeration value="SETToDe fault " /> 
</restriction> 
</simpleType> 

<complexType name="AttributeModif icationSetType"> 
<sequence> 

<element name="AttributeModif ication" maxOccurs= "unbounded" > 
<complexType> 
<sequence> 
<any/> 

<element name=" operator" type="basicCMIRPData:ModifyOperatorType"/> 
</sequence> 
</complexType> 
</element> 
</sequence> 
</complexType> 

<! — setMOAttributes Response — > 
<element name="setMOAttributesResponse"> 
<complexType> 
<sequence> 

<element name= "modi ficationList Out " type="basicCMIRPData:MOSequenceType"/> 
</sequence> 
</complexType> 
</element> 

<! — setMOAttributes Fault — > 
<element name="setMOAttributesFault "> 
<complexType> 
<choice> 

<element name="setMOAttributesFault " type="string" /> 
<element name="modifyNotAllowedFault " type="string"/> 
<element name="noSuchAttributeFault " type="string"/> 
<element name="invalidAttributeValueFault " type="string"/> 
<element name="missingAttributeValueFault " type="string"/> 
<element name="resourceLimitationFault " type="string"/> 
<element name="complexityLimitationFault " type="string"/> 
<element ref ="basicCMIRPData : OperationNotSupportedFault " /> 
<element ref ="basicCMIRPData : InvalidParameterFault " /> 
</choice> 
</complexType> 
</element> 

<element name="OperationNotSupportedFault " type="string"/> 
<element name=" InvalidParameterFault " type="string"/> 



£75/ 



3GPP TS 32.607 version 7.0.1 Release 7 1 7 ETSI TS 1 32 607 V7.0.1 (2007-03) 

<simpleType name="VersionNumberType"> 

<restriction base="string" /> 
</simpleType> 

<complexType name= " VersionNumber Set Type "> 
<sequence> 

<element name="versionNumber " type="basicCMIRPData : Vers ionNumber Type" 
maxOccurs="unbounded" /> 

</sequence> 
</complexType> 

<complexType name= " P arameter Set Type "> 
<sequence> 

<element name="parameterName" type="string" maxOccurs = "unbounclecl"/> 
</sequence> 
</complexType> 

<complexType name="OperationType"> 
<sequence> 

<element name="operationName" type="string"/> 

<element name= "parameter Set " type="basicCMIRPData : Parameter Set Type" /> 
</sequence> 
</complexType> 

<complexType name=" Ope rat ionSet Type "> 
<sequence> 

<element name="operation" type="basicCMIRPData:OperationType" 
maxOccurs = "unboundecl" /> 

</sequence> 
</complexType> 

<complexType name="Notif icationType"> 
<sequence> 

<element name="notif icationName" type="string"/> 

<element name= "parameter Set " type="basicCMIRPData : Parameter Set Type" /> 
</sequence> 
</complexType> 

<complexType name="Notlf icationSetType"> 
<sequence> 

<element name=" notification" type="basicCMIRPData:Notif icationType" 
maxOccurs="unbounded" /> 

</sequence> 
</complexType> 
</schema> 
</types> 
<message name="getMOAttributesRequest "> 

<part name="parameter " element="basicCMIRPData : getMOAttributes " /> 
</message> 
<message name="getMOAttributesResponse"> 

<part name= "parameter" element="basicCMIRPData ; getMoAttributesResponse" /> 
</message> 
<message name="getMOAttributesFault "> 

<part name= "parameter" element="basicCMIRPData: getMOAttributesFault "/> 
</message> 
<message name =" get Containment Re quest "> 

<part name="parameter " element="basicCMIRPData : getContainment " /> 
</message> 
<message name="getContainmentResponse"> 

<part name= "parameter" element="basicCMIRPData: getContainmentResponse"/> 
</message> 
<message name="getContainmentFault "> 

<part name="parameter " element="basicCMIRPData : getContainmentFault " /> 
</message> 

<message name="createMORequest "> 

<part name="parameter " element="basicCMIRPData: createMO"/> 
</message> 
<message name="createMOResponse"> 

<part name= "parameter" element="basicCMIRPData : createMOResponse" /> 
</message> 
<message name="createMOFault "> 

<part name="parameter " element="basicCMIRPData : createMOFault " /> 
</message> 
<message name="deleteMORequest "> 

<part name="parameter " element="basicCMIRPData: deleteMO"/> 
</message> 
<message name="deleteMOResponse"> 

<part name= "parameter" element="basicCMIRPData : deleteMOResponse" /> 
</message> 
<message name="deleteMOFault "> 

<part name="parameter " element="basicCMIRPData : deleteMOFault " /> 
</message> 
<message name="setMOAttributesRequest "> 
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<part name="parameter " element="basicCMIRPData : setMOAttributes " /> 
</message> 
<message name="setMOAttributesResponse"> 

<part name= "parameter" element="basicCMIRPData: setMOAttributesResponse"/> 
</message> 
<message name="setMOAttributesFault "> 

<part name="parameter " element="basicCMIRPData : setMOAttributesFault " /> 
</message> 

<portType name="BasicCMIRP "> 

<operation name="getIRPVersion"> 

< input message="genericIRP System; get IRP Vers ionRequest " /> 

<output me ssage=" generic IRP System: getIRPVersionResponse"/> 

< fault name="getIRPVersionFault " me ssage="genericIRP System: getlRPVersionFault "/> 

</operation> 

<operation name="getOperationProf ile"> 

< input me ssage=" generic IRP System: getOperationProf ileRequest "/> 
<output me ssage=" generic IRP System: getOperationProf ileResponse"/> 
<f ault name="getOperationProf ileFault " 
message=" generic IRP System: getOperationProf ileFault " /> 

</operation> 

<operation name="getNotif icationProf ile"> 

< input me ssage=" generic IRP System: getNotif icationProf ileRequest "/> 
<output me ssage=" generic IRP System: getNotif icationProf ileResponse"/> 
<f ault name="getNotif icationProf ileFault " 
message=" generic IRP System: getNotif icationProf ileFault " /> 

</operation> 

<operation name="getMOAttributes "> 

<input message="basicCMIRPSystem: getMOAttributesRequest "/> 

<output me ssage="basicCMIRP System: getMOAttributesResponse"/> 

< fault name="getMOAttributesFault " me ssage="basicCMIRP System: getMOAttributesFault "/> 

</operation> 

<operation name=" get Containment "> 

< input me ssage="basicCMIRP System: get Containment Re quest " /> 

<output me ssage="basicCMIRP System: getContainmentResponse"/> 

<f ault name="getContainmentFault " message="basicCMIRPSystem: getContainmentFault " /> 

</operation> 

<operation name="createMO"> 

<input message="basicCMIRPSystem: createMORequest " /> 

<output me ssage="basicCMIRP System: createMOResponse"/> 

< fault name="createMOFault" me ssage="basicCMIRP System: createMOFault "/> 

</operation> 

<operation name="deleteMO"> 

<input message="basicCMIRPSystem: deleteMORequest " /> 

<output me ssage="basicCMIRP System: deleteMOResponse"/> 

< fault name="deleteMOFault " me ssage="basicCMIRP System: deleteMOFault "/> 

</operation> 

<operation name="setMOAttributes"> 

<input message="basicCMIRPSystem: setMOAttributesRequest " /> 

<output me ssage="basicCMIRP System: setMOAttributesResponse"/> 

< fault name=" setMOAttributesFault" me ssage="basicCMIRP System: setMOAttributesFault "/> 

</operation> 
</portType> 

<binding name="BasicCMIRP" type="basicCMIRPSystem: BasicCMIRP "> 

<soap: binding style= "document" transport="http: //schemas . xmlsoap. org/soap/http"/> 
<operation name="get IRPVersion"> 
<soap: operation 
soapAction="http : //www. 3gpp . org/ftp/Specs /a rchive/32_series/32 607 /schema/32 607-120 /get IRP Version" /> 
<input> 

<soap:body use="literal"/> 
</input> 
<output> 

<soap:body use="literal"/> 
</output> 
< fault name= "get IRP Vers ionFault "> 

<soap: fault name="getIRPVersionFault " use="literal" /> 
</fault> 
</operation> 

<operation name= "getOperationProf lie" > 
<soap: operation 
soapAction="http : //www. 3gpp . org/f tp/Specs /arch ive/32_series/32 607 /schema/32 607- 
120 /getOperationProf lie" /> 
<input> 

<soap:body use="literal"/> 
</ input > 
<output> 
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<soap:body use="literal"/> 
</output> 
<f ault name="getOperationProf ileFault "> 

<soap: fault name="getOperationProf ileFault " use="literal"/> 
</fault> 
</operation> 

<operation name="getNotif icationProf ile"> 
<soap: operation 
soapAction="http: //www. 3gpp. org/f tp/Specs/archive/32_series/32 607 /schema/32 607- 
120/getNotificationProfile"/> 
<input> 

<soap:body use="literal"/> 
</input> 
<output> 

<soap:body use="literal"/> 
</output> 
< fault name="getNotif icationProf ileFault "> 

<soap : fault name="getNotif icationProf ileFault " use=" literal "/> 
</fault> 
</operation> 

<operation name="getMOAttributes "> 
<soap: operation 
soapAction="http: //www. 3gpp. org/ftp/Specs /archive/32_series/32 607 /schema/32 607- 
120/getMOAttributes"/> 
<input> 

<soap:body use="literal"/> 
</input> 
<output> 

<soap:body use="literal"/> 
</output> 
<fault name="getMOAttributesFault "> 

<soap: fault name="getMOAttributesFault " use="literal"/> 
</fault> 
</operation> 

<operation name="getContainment "> 
<soap: operation 
soapAction="http ; //www. 3gpp . org/ftp/Specs /a rchive/32_series/32 607 /schema/32 607-120 /getContainment " /> 
<input> 

<soap:body use="literal"/> 
</ input > 
<output> 

<soap:body use="literal"/> 
</output> 
<f ault name="getContainmentFault "> 

<soap; fault name="getContainmentFault " use="literal"/> 
</fault> 
</operation> 

<operation name="createMO"> 
<soap: operation 
soapAction="http ; //www. 3gpp . org/ftp/Specs /a rchive/32_series/32 607 /schema/32 607-120 /ere ateMO" /> 
<input> 

<soap:body use="literal"/> 
</input> 
<output> 

<soap:body use="literal"/> 
</output> 
<fault name="createMOFault "> 

<soap: fault name="createMOFault " use="literal"/> 
</fault> 
</operation> 

<operation name="deleteMO"> 
<soap: operation 
soapAction="http ; //www. 3gpp . org/ftp/Specs /a rchive/32_series/32 607 /schema/32 607-120 /del eteMO" /> 
<input> 

<soap:body use="literal"/> 
</ input > 
<output> 

<soap:body use="literal"/> 
</output> 
<fault name="deleteMOFault"> 

<soap; fault name="deleteMOFault " use="literal" /> 
</fault> 
</operation> 

<operation name="setMO At tributes "> 
<soap: operation 
soapAction="http ; //www. 3gpp . org/f tp/Specs /arch ive/32_series/32 607 /schema/32 607- 
120/setMOAttributes"/> 
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<input> 

<soap:body use="literal"/> 
</input> 
<output> 

<soap:body use="literal"/> 
</output> 
< fault name="setMOAttributesFault "> 

<soap: fault name="setMOAttributesFault " use="literal"/> 
</fault> 
</operation> 
</binding> 
<service name="BasicCMIRP"> 

<port name="BasicCMIRP" binding="basicCMIRPSystem: BasicCMIRP"> 

<soap: address location="To be defined. "/> 
</port> 
</service> 
</definitions> 
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Annex B (informative): 

Basic CIVI IRP WSDL/XIVIL schema electronic files 

The electronic files corresponding to the normative WSDL/XML schema defined in the present document are available 
in native form in the following archive: 

http://www.3gpp.org/ftp/Specs/archive/32_series/32607/schema/32607-700-wsdl.zip 
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